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I.     OVERVIEW AND GOAL 

This research concentrated on the development and 
application of phase-contrast imaging methods by transmission 
electron holography to study unstained multiphase polymer 
microstructure.   Successful phase-contrast electron-optical 
imaging  requires that different polymer phases be distinguished 
by different values of electron-optical refractive index. 
Little is known about the electron-refractive properties of 
polymers.  Hence, the principal basic focus of this project has 
been to establish and use a novel method for quantifying 
electron refractive properties characteristic of polymers as 
well as select inorganic materials. 

II. BACKGROUND 

The positive Coulombic potential of a material accelerates 
an incident high-energy electron.  The electron wavelength is 
shorter in the specimen, so the electron phase advances relative 
to an unmodulated vacuum reference wave.  An average electron- 
optical refractive index, neo, can be described as: 

00     E0 + E 
npn = 1 +      [1] 

E      2En + E 
'eo 

Jo 

where E is the accelerating potential and E0 is the electron rest 

energy.  Ignoring dynamical effects, a path difference A(|) 
relative to a vacuum reference wave can be defined for a wave 
passing through a specimen of thickness t: 

A4» = 27t(neo - 1) t / X [2] 

where X  is the relativistic electron wavelength.  These equations 

can be combined to describe the phase shift in terms of O0 and t: 

A<|> = A4»(t) = CE O0 t [3] 

where CE = 2TC(E0+E) / [Ä.E (2E0+E) ] is a constant.  At 200keV, 
CE = 7.312xl0"

3 in units of (rad) / (V) (nm) . 

The phase shift A(j)(x,y) induced by refraction in a specimen 
relative to an unmodulated reference wave can be measured using 
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transmission electron holography.  Holography was introduced by 
Gabor in the late 1940's to recover the entire exit-face wave 

function \|/e(x,y) = Ae (x, y) exp [-(j)e (x, y) ] with both amplitude, 

Ae(x,y), and phase, (|)e(x,y).  Traditional imaging techniques 
measure only intensity I(x,y) = |A(x,y)|2 and recover only 
amplitude information. 

Holography is based on the coherent interference between an 

electron wave modulated by a specimen \|/e(x,y) and an unmodulated 

vacuum reference wave \|/r(x,y).  An electron biprism can be used 
to combine the two waves.  Because they are coherent, the waves 
interfere to give a cosine-type fringe pattern.  Deviations in 
fringe position from a strictly cosine pattern carry image-wave 
phase information, and the fringe intensity carries image-wave 
amplitude information.  Digital reconstruction of an electron 
hologram involves a series of steps: (i) Fourier transformation 
of the recorded hologram to generate a reciprocal-space pattern 
with an autocorrelation function plus two side bands; (ii) 
selection of one side band using a digital aperture; and (iii) 
recovery of real-space wave information by inverse Fourier 
transform of selected sideband data.  The result is complex data 
describing the exit-face wavefunction, with both amplitude and 
phase, modulated by the transfer properties of the microscope. 

Holography can be used directly to determine the mean inner 
potential provided that the thickness of the specimen is known. 

00 can be calculated using equation [3] given values for A(|) and 
t.  This method has been exploited by Gajdardziska et al. using 
specimens with a known dependence of thickness on lateral 

position.  Cleaved wedges were used to determine 00 

characteristic of Si ,GaAs, MgO, and PbS. 

The present research concentrated on the study of 
spherically shaped specimens.  Like wedges, spheres provide a 
model shape with which to determine specimen thickness from 
lateral position in a two-dimensional image.  Specimen thickness 
t is simply related to the lateral coordinates x and y by: 

t = 2[R0
2 - (x-xo)2 - (y-y0)

2]1/2 [4] 

where (x0, y0) defines the sphere center in the 2-D image and R0 
is the sphere radius.  Equation [4] is valid for the subset of x 
and y satisfying (x-x0) 

2+(y-y0)
2 < R0

2 •  Equations [3] and [4] can 
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be combined to remove the t dependence of 00 and describe the 
phase shift of an electron wave due to a spherical specimen as 

A<|>= 2CE O0 { [R0
2 " (x-x0)

2 - (y-Yo)2]1/2}       [5] 

The mean inner potential can be retrieved by measuring phase 
shift as a function of lateral position A(j)(x, y) if the 
parameters x0, Yo,   and R0 are known.  These can be established 
from the experimental data. 

III. EXPERIMENTAL PROCEDURE 
AND PROCEDURAL ACCOMPLISHMENTS 

This research was fundamentally enabled by the use of a 
transmission electron microscope at Stevens with a field- 
emission (FEG) electron source.  The high brightness of this 
type of emitter provides sufficient coherence to do holographic 
interference experiments. 

A significant experimental achievement early in the project 
was the design and construction of an electron biprism.  This 
biprism was a necessary modification to the existing microscope. 
Its purpose is to controllably interfere an exit-face electron 
wave carrying information characteristic of a specimen with an 
unmodulated reference wave.  The Stevens biprism was constructed 
in 1994 and used throughout subsequent and ongoing experiments. 
It is described by figure 1. 

A second modification to the microscope, made in the fall 
of 1995, involved the acquisition of a slow-scan ccd camera 
system.  Funds provided by ARO were leveraged to raise 
additional support through the New Jersey Commission on Science 
and Technology.  This slow-scan camera enables aquisition of 
fully digital holograms with complete linearity of recorded 
intensity and accurate spatial alignment of images collected in 
series.  All of these attributes are essential to the execution 
of fully quantitative holographic phase-imaging measurements. 

In terms of methodology, the Stevens group innovated the 
use of spherical specimens which enable the intrinsic refractive 
effects of the specimen to be separated from the thickness 
effects on phase shift of an incident electron wave.  Evaluation 
of experimental data collected from spherically-shaped specimens 
requires the simultaneous determination of the sphere's center 
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(x0,y0)r radius (R0) , and mean inner potential (00) .  The phase- 
image data sets evaluated often contained as many as 20,000 data 
points, and a numerical data-processing algorithm was developed 
based on a 4-parameter %-squared method to establish the values 

of x0, y0, R0f and 00 characteristic of each specimen. 
Simulations of the holographic phase-imaging experiment were 
performed which successfully validated the %-squared software 
developed. 

(a) 

(c) 
1 

lit 

Fig. 1 - (a) modified SAD aperture rod with electrical 
feedthrough; (b) detail of aperture holder with three 
conventional SAD apertures; and (c) SEM image of the biprism 
filament (arrow) mounted on its insulating ceramic washer. 
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IV. RESULTS AND SCHOLARLY ACCOMPLISHMENTS 

IV.i  Holographic Measurements of Mean Inner Potential 

This part of the research concentrated on measurement of 
mean inner potential of spherical particles (~30-100nm dia.). 
Polystyrene homopolymer and polystyrene/poly(acrylonitrile) 
latexes were studied as well as to amorphous and crystalline 
silicon.  The following results were achieved. 

- A value for O0
ps of 8.2 +/- 0.3V was measured using 30-50nm 

diameter polystyrene latex made at Lehigh University by Drs. 
Olga Shaffer and Victoria Demonie.  This can be compared to a 
pro-crystal value of 7-9V.  A typical example hologram and its 
reconstructed phase and amplitude images is shown in fig. 2. 

Sideband   Autocorrelation 

I Hologram of polystyrene sphere 

UffV'"^ 
'St J.V* A--1 

m 
H^HiBBe^K^^^v^ir** v]ü§ 

EEfe-     "■äS"* IBS'                     • 
■£**•   «Wit. 

1 b fl 

Fig. 2 - (a) electron hologram of a -30 nm PS latex particle (b) 
FFT showing autocorrelation function and one sideband (c) 
reconstructed phase image (d) reconstructed amplitude image. 
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- First measurements of <D0
ps-pAN find a value of approximately 10V 

for a random polystyrene-polyacrylonitrile copolymer latex 
(40%PAN; provided by Lehigh).  Additional work is ongoing to 
refine and interpret this measurement. 

- Because polymer latexes are made via emulsion polymerization 
involving surfactants, simulations were performed to establish 
the effect of a thin surface layer of surfactant with different 
refractive properties than the bulk.  The simulations were 
tested using 20nm-diameter amorphous Si nanospheres made by 
Prof. Thomas Kelly at the Univ. of Wisconsin Madison.  These had 
a surface oxide layer of ~2nm thickness which could be 
distinguished from bulk Si using Stevens' analysis procedures. 
This experimental result is illustrated by figure 3. 

0   5   10   15   20 

THICKNESS(nm) 

Figure 3 - (a) reconstructed phase image from a hologram of an 
amorphous Si nanosphere; (b) profile of phase shift as a a 
function of position across the Si sphere in (a) where the oxide 
surface layer can be distinguished from the bulk Si by the 

change in slope (d<|)/dt) . 

- 00 characteristic of amorphous silicon and crystalline silicon 
were determined as 11.9 +/- 0.3V and 12.1 +/- 0.4V, 
respectively.  The crystalline Si value agrees extremely well 
with recent first-principles LAPW calculations by Kim, Zuo, and 
Spence at ASU (in press, 1998).  The Stevens measurement 
resolves some controversy over the value of 00

Sl raised by 
Gadjardiska et al. (Ultramicroscopy, 1994) . 
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- Careful examination of both high-resolution (small field-of 
view ) and low-resolution (large field-of-view) holograms 
combined with simulations indicate that small (30-300nm 
diameter) polystyrene spheres do not develop measurable amounts 
of electrostatic charge during electron holographic observation. 
This is at odds with observations by several groups (Matteuci et 
al.; Frost et al.; Tanji et al.) who found charging in larger 
(1-5 |im diameter) latex spheres of polystyrene.  Our observation 
is consistent with anecdotal evidence that small insulating 
particles do not charge under electron irradiation and suggests 
that there may be a critical size, determined by a 
characteristic electron diffusion length, below which charging 
does not occur. 

IV.ii Phase-contrast and amplitude-contrast imaging 
of mesoscale structure in block copolymer thin films 

A second portion of work concentrated on the development of 
microstructure in model block copolymers.  This thread of 
research was initiated to create model 2-phase microstructures. 
Initially the work concentrated on the use of heavy-element 
stains to induce contrast.  Subsequent and ongoing studies 
exploit these microstructures for holographic phase-contrast 
imaging experiments where stains are not used. 

Thin-film specimens of SBS triblock copolymer were prepared 
by solution casting.  The polymer was 30wt% polystyrene with 
Mw=112,000 and contained small amounts (< 5%) PS/PB diblock and 
PS homopolymer.  It was dissolved in toluene to produce a 0.1wt% 
solution.  -50 ml of solution was deposited on a water-polished 
NaCl single-crystal substrate in a small evaporation dish.  The 
solvent evaporation rate could be controlled by adding toluene 
drops to the dish around, but not on, the substrate and by 
covering or partially covering the dish.  Four different solvent 
evaporation rates were studied: fast (-200 nl/sec); intermediate 
(~5 nl/sec); slow (-1.5 nl/sec); and very slow (-0.2 nl/sec). 
Films were either studied in the as-evapörated condition or after 
annealing in vacuum (140°C, 18 hrs.).  Films were stained by 
exposure to Os04 vapor and studied by TEM bright-field imaging. 

These experiments led to the following conclusions: 

- Under conditions where the films are exposed to solvent for 
long periods of time and are subjected to post-evaporation 
annealing, the morphology consists of PS cylinders lying in the 
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film plane arranged in a hexagonal array within a PB matrix. 
This morphology is expected from thermodynamic considerations. 

- Several different film morphologies are observed as a function 
of solvent evaporation rate.  These follow a logical progression 
from the least to the most ordered as the polymer mobility is 
increased via slower solvent evaporation (figure 5). Fast 
evaporation leads to a microphase-separated morphology where the 
domains have no long-range order.  Slower evaporation rates lead 
to highly ordered morphologies of PS cylinders in a PB matrix. 
The cylinders can be oriented either in the plane of the film or 
perpendicular to it depending on the solvent evaporation rate. 

500 nm 

Figure 5 - Plan-view bright-field TEM images of the as-cast 
Os04-stained SBS thin films with inset Fourier transforms: 
(a) fast (-200 nl/sec); (b) intermediate(~5 nl/sec); 
(c) slow (-1.5 nl/sec); and (d) very slow (-0.2 nl/sec). 

page-11- 



Electron Holography Of Polymer Microstructure - Final Report 

-  The array of in-plane cylinders in as-cast films shows a 
distorted hexagonal symmetry (fig. 6) which is attributed to an 
anisotropic contraction of the PB during solvent evaporation. 

(a) [01 10] 

50 nm 

[2 1 10] 

d[21 10]= 
d[01 10]= 

37.4 
66.1 

nm 
nm 

d[1120] = 
a = 60.5 

38.0 
3 

nm 

ß = 29.5( ) 

(b) 

[01 10] 

50 nm 

[2 1 10] 

—  _ 
d[21 10]= 40.4 nm 
d[01 10] = 32.7 nm 
d[1120] = 26.0 nm 

a =39° 
ß =51° 

Figure 6 - (a) plan-view image of an as-cast film with the 
vertical-cylinder morphology and a schematic indicating a 
well-ordered hexagonal lattice; (b) cross-sectional image 
of ~300nm thick as-cast film with an in-plane cylinder morphology 
and a schematic indicating a distorted hexagonal lattice. 
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- Post-evaporation annealing either increases the interdomain 
spacing or transforms the as-cast microstructure into a 
different microstructure altogether.  The coarsening effect is 
consistent with reports suggesting that kinetic constraints at 
low solvent concentrations prevent the microstructure from 
achieving its equilibrium interdomain spacing.  Observations 
concerning morphological transformations suggest that nucleation 
of domains with a different morphology than the parent 
morphology is relatively difficult, but, once nucleated, growth 
of new domains proceeds with less of an activation barrier. 
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